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PREC AST PREFIRED

Refractory Shapes

Features

Manufactured under controlled
conditions Under Refractory
Engineers Supervision

Measured Quantity / Temperature
of water

Mixing by Intensive counter
current mixers

Forming by Vibro Casting techniques
Pre-fired upto 1450°C

Elimination of Casting defects,
cracks & voids

Evidencing the Guaranteed
data sheet values in the final product

Benefits

As compared to conventional
Refractory Shapes

+ Dimensional Tolerance in £ 1mm

+ High Compression Strengths -
upto 1500 kg/cm?

+ High Abrasion / Impact Resistance
+  Better Resistance to Slag / Erosion

+  Manufacturing from high purity
Raw materials

+  Feasibility of shapes - 500 gms. to
2 tons

+  Provision of metallic portions
possible (Anchors, Rods etc.)

+ Higher Resistance to Thermal
shocks

+ Adaptable to Acid /CO atmosphere




PREC AST PREFIRED

PCF70 PCF90 PCF  PCF90 PCF90
PARTICULARS PCF60 PCF40 PCF45 PCF60 PCF70 (M) PCF80 PCF90 L) (SiC) (AZS)  (HS)

Service Temp °C 1550 1350 1450 1550 1550 1450 1600 1700 1800 = 1500 1650 1600

Bulk Density (Gm/CC)
(Dried at 110°C) - Min.

Cold Crushing

Strength (Kgf./Cm?) 1400 700 80 90 90 8O0 90 90 90 90 1200 1800

Apparent Porosity % 16 18 16 16 16 18 15 15 15 12 12 12
Permanent Linear +1.0 +1.0 +15 +1.0 +1.0 +0.50 +1.0 +030 +050 +050 +030 +0.30
Change (%) - Max. (1450°C) (1300°C) (1450°C) (1450°C) (1450°C) (1350°C) (1550°C) (1550°C) (1550°C) (1450°C) (1550°C) (1550°C)
Chemical Properties (%)
Al,O, (Min.) 60.0 400 450 60.0 70.0 70.0 80.0 90.0 94.0 80.0 70.0 90.0
(8C)
Fe,0, (Max.) 150 20 15 15 15 20 18 1.0 03 1.0 05 05
Application Areas STEEL - Well Blocks Nozzles, EAF Roof, PETRO CHEMICAL
Launders, Impact Pad, Darts Re-generator Tiles, Mullite
Tundish Flow Control Devices, Lances Burner Blocks
REHEAT / FORGING FURNACES FURNACES
Hearth Blocks, Burner Blocks Liner Tiles enabling longer life
of Refractories

FERROUS / NON-FERROUS -Launders,
Ladles, Doors, Impact Resistant Blocks
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